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VinMin = 15.0V

Device = LM3401MMX/NOPB

VinMax = 24.0V Topology = Buck
INSTRUMENTS Vout = 11.5V Created = 8/11/15 6:51:30 AM
lout = 0.7A BOM Cost = $7.80
® . Footprint = 152.0 mm’
WEBENCH Design Report BOM Count = 10
Total Pd = 0.66W
Design : 4320088/18 LM3401MMX/NOPB
LM3401MMX/NOPB 15.0V-24.0V to 11.50V @ 0.7A
VinMin = 15.0V Rilim L1 Vout = 11.5V
VinMax = 24.0V 32_7ok0hm M1 18600uHoh lout = 0.7A
125.0 mW - 150.0 mOhm
VIN LM AN/ bivey el YN
LM3401 :l‘
—4 DIM HG
U1
g‘ﬁ" HYS cs
—L—Cin Rhys D1 Cout ¥ OUTPUT_BLOCK
4.7 pF 10 GND SNS VF@lo= 510.0 mV 47.0 nF
3.0 mOhm 12%.0 | VRRM= 40.0 V -|_23.238 mOhm
Rsense
270.0 mOhm
250.0 mwW
=
Electrical BOM
# Name Manufacturer Part Number Properties Qty Price Footprint
1. Cin MuRata GRM31CR71H475KA12L  Cap=4.7 uF 1 $0.07 [
Series= X7R ESR= 3.0 mOhm 1206 11 mm?
VDC=50.0 V
IRMS=4.98 A
2. Cout TDK C1608X7R1H473K Cap=47.0 nF 1 $0.01  mm
Series= X7R ESR=23.238 mOhm 1608 5 mm?
VDC=50.0 V
IRMS=0.0 A
3. D1 ON Semiconductor MBRO0540T1G VF@lo=510.0 mV 1 $0.06 4
VRRM=40.0 V SOD-123 13 mm’
4. D_LED Cree XHP50A-00-0000-0D00J40E1LED 1 $6.54
xlampxhp 0 mm®
5 L1 Bourns SDR0604-180YL L=18.0 pH 1 $0.18
DCR= 150.0 mOhm
SDR0604 61 mm’
6. M1 Vishay-Siliconix SI12319DS-T1-E3 VdsMax= -40.0 V 1 $0.28 l
IdsMax= -2.3 Amps
SOT-23 14 mm’
7. Rhys Panasonic ERJ-6ENF1052V Res=10.5 kOhm 1 $0.01 @3
Series= ERJ-6E Power= 125.0 mW 0805 7 mm?
Tolerance= 1.0%
8. Rilim Panasonic ERJ-6ENF3572V Res= 35.7 kOhm 1 $0.01 3@
Series= ERJ-6E Power= 125.0 mW 0805 7 mm?
Tolerance= 1.0%
9. Rsense Panasonic ERJ-8RQFR27V Res=270.0 mOhm 1 $0.04 O
Series= ERJ-8R Power= 250.0 mW 1206 11 mm?
Tolerance= 1.0%
10. U1 Texas Instruments LM3401MMX/NOPB Switcher 1 $0.60 .
MUAOQSA 24 mm’
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http://search.murata.co.jp/Ceramy/PnsearchViewAction.do?HnOFG%3DON%26HnNFG%3DON%26SEL%5FCNT%3D50%26sLang%3Den%26sKey%3DGRM31CR71H475KA12L%26x%3D9%26y%3D9%26search%3Dstartwith
http://www.tdk.co.jp/tefe02/e2661%5Fc.pdf
http://www.onsemi.com/pub%5Flink/Collateral/MBR0540T1%2DD.PDF
http://www.cree.com/
http://www.bourns.com/data/global/pdfs/SDR0604.pdf
http://www.vishay.com/docs/72315/72315.pdf
http://www.panasonic.com/industrial/components/pdf/AOA0000CE2.pdf
http://www.panasonic.com/industrial/components/pdf/AOA0000CE2.pdf
http://www.panasonic.com/industrial/components/pdf/AOA0000CE3.pdf
http://www.ti.com/product/LM3401
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Operating Values
# Name Value Category Description
1. Cin IRMS 215.684 mA Current Input capacitor RMS ripple current
2. Cout IRMS 111.946 mA Current Output capacitor RMS ripple current
3. linAvg 368.65 mA Current Average input current
4. Llpp 387.79 mA Current Peak-to-peak inductor ripple current
5. L1Irms 708.895 mA Current Inductor ripple current
6. LED lavg 740.741 mA Current LED Average Current
7. LED Ipp 85.282 mA Current LED Ripple Current
8. MlIrms 643.967 mA Current MOSFET RMS ripple current
9. SWIpk 0.0A Current Peak switch current
10. BOM Count 10 General Total Design BOM count
11.  FootPrint 152.0 mm? General Total Foot Print Area of BOM components
12. Frequency 875.0 kHz General Switching frequency
13. IC Tolerance 12.0 mV General IC Feedback Tolerance
14. M Rdson 130.0 mOhm General Drain-Source On-resistance
15. M Vds Act 83.716 mV General M Vds
16. Pout 8.19W General Total output power
17. Total BOM $7.8 General Total BOM Cost
18. D1Tj 61.373 degC Op_Point D1 junction temperature
19. Vout OP 11.7V Op_Point Operational Output Voltage
20. Duty Cycle 49.657 % Op_point Duty cycle
21. Efficiency 92.568 % Op_point Steady state efficiency
22. ICTj 30.0 degC Op_point IC junction temperature
23. ICThetaJA 151.0 degC/W Op_point IC junction-to-ambient thermal resistance
24. |OUT_OP 700.0 mA Op_point lout operating point
25. LEDRd 13.81 Ohm Op_point LED DynamicResistance
26. LED Vf 115V Op_point Total LED Forward Calculated Voltage
27. M ThetaJA 120.0 degC/W Op_point MOSFET junction-to-ambient thermal resistance
28. MTjOp 47.0 degC Op_point MOSFET junction temperature
29. VIN_OP 240V Op_point Vin operating point
30. CinPd 139.559 pw Power Input capacitor power dissipation
31. Cout Pd 291.219 pwW Power Output capacitor power dissipation
32. Diode Pd 152.296 mW Power Diode power dissipation
33. ICPd 150.0 mW Power IC power dissipation
34. LPd 80.85 mW Power Inductor power dissipation
35. LEDPd 8.05W Power LED Power Dissipation
36. MPd 141.663 mW Power MOSFET power dissipation
37. M1 PdCond 60.267 mW Power M1 MOSFET conduction losses
38. M1 PdSw 81.396 mW Power M1 MOSFET switching losses
39. Rsense Pd 132.3 mW Power Rsense Power Dissipation
40. Total Pd 657.554 mW Power Total Power Dissipation
Design Inputs
# Name Value Description
1. lout 700.0 m Maximum Output Current
2. lout1 700.0 m Output Current #1
3. VinMax 24.0 Maximum input voltage
4. VinMin 15.0 Minimum input voltage
5. Vout 11.5 Output Voltage
6. Vout1 11.5 Output Voltage #1
7. application LED_DRIVER LED Application
8. base_pn LM3401 Texas Instruments Base Part Number

Copyright © 2015, Texas Instruments Incorporated

7

WEBENCH® Design Report  LM3401MMX/NOPB : LM3401MMX/NOPB
15.0V-24.0V to 11.50V @ 0.7A August 11, 2015 06:51:38 GMT-07:00

ti.com/webench



WEBENCH® Design

# Name Value Description
9. isLEDArchitect N LED Architect Project
10. ledparallel 1.0 Number of LED in parallel
11. ledpartnumber XHP50A-00-0000-0DO0JI4HIEPart number
12. ledseries 1.0 Number of LED in series
13. line_fsw 60.0 AC Line Frequency
14. source DC Input Source Type
15. ta 30.0 Ambient temperature

Design Assistance
1. LM3401 Product Folder : http://www.ti.com/product/LM3401 : contains the data sheet and other resources.

Texas Instruments’ WEBENCH simulation tools attempt to recreate the performance of a substantially equivalent physical implementation

of the design. Simulations are created using Texas Instruments' published specifications as well as the published specifications of other

device manufacturers. While Texas Instruments does update this information periodically, this information may not be current at the time the
simulation is built. Texas Instruments does not warrant the accuracy or completeness of the specifications or any information contained therein.
Texas Instruments does not warrant that any designs or recommended parts will meet the specifications you entered, will be suitable for your
application or fit for any particular purpose, or will operate as shown in the simulation in a physical implementation. Texas Instruments does not
warrant that the designs are production worthy.

You should completely validate and test your design implementation to confirm the system functionality for your application prior to
production.

Use of Texas Instruments' WEBENCH simulation tools is subject to Texas Instruments' Site Terms and Conditions of Use. Prototype boards
based on WEBENCH created designs are provided AS IS without warranty of any kind for evaluation and testing purposes and are subject to
the terms of the Evaluation License Agreement.

Copyright © 2015, Texas Instruments Incorporated 8 ti.com/webench

WEBENCH® Design Report  LM3401MMX/NOPB : LM3401MMX/NOPB
15.0V-24.0V to 11.50V @ 0.7A August 11, 2015 06:51:38 GMT-07:00



http://www.ti.com/product/LM3401
http://www.ti.com/corp/docs/legal/termsofuse.shtml
http://www.ti.com/corp/docs/legal/termsofuse_estore.shtml

